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Airport Information: 
 
• Location:   

The Gustavus Airport is located near Icy Strait in the northern part of Southeast Alaska.  It is near 
the East Side of the mouth of Glacier Bay.   The airport serves the community of Gustavus and as 
an access point to Glacier Bay National Park and Preserve.  Gustavus it is accessible from outside 
the area only by air and water.  Gustavus Airport is a commercial airport for passenger and cargo 
traffic. The airport has fences and controlled access. 

• District:     Southeast 
• Airport Manager:    Mike Peterson  
• District Maintenance Manager:   Gary Franzen 
• Pavement Surface:    Asphalt Concrete.  
• Last Pavement Construction:   2000, Hardstands 
• Pavement layout:  

Runway 10-28 is the main runway and Runway 2-20 is a crosswind runway.  Runway 11-29 is 
6700’ long and 150 feet wide, with paved shoulders and no lighting.  Runway 2-20 is primarily for 
General Aviation use and is 3000’ x 60’ with paved shoulders and unlighted.   There is a Terminal 
Apron and a General Aviation Apron and five taxiways on the airport.  

• Design Aircraft:    B-727 
• 2003 Enplanements:    7,105 – a 1% decrease from 2002 
• Airport Class:    Non-Primary 
• Last pavement condition survey:  2004 

conducted by Angela Parsons and Roy Stover of Central Region Materials  
• Next planned pavement condition survey: 2007 
• 2004 reported pavement maintenance and/or changed conditions: No pavement maintenance done in 

2004.  Crack sealing planned for in 2005.  A runway lighting project is going on Runway 11-29 in 
2005.  The Terminal Apron Hardstand is planned for expansion by Alaska Airlines next year.  Two 
small jet hardstands are planned for construction near T/W D on the General Aviation Apron in 2005.  
Section 4200-2 is planned for resurfacing to PCC in 2005 for use as a Helipad. 

• Recommendations: Maintain pavement by crack sealing cracks wider than ¼” and patching as needed. 
 
 
 
 
 



Pavement Database:    NetworkID: Gustavus

Branch Condition Report
Date: 9 /24/2004  1  of  2

(SqFt)
True Area

Use
Number of
SectionsBranch ID

PCI
Standard
Deviation

Weighted
Average

PCI

Average
PCI

Sum Section
 Length

(Ft)

Avg Section
Width
(Ft)

100 (Taxiway A) 1 20215.00 TAXIWAY 71.00 0.00 71.00300.00 50.00

1200 (Taxilane) 1 125685.00 TAXIWAY 11.00 0.00 11.001323.00 95.00

200 (Taxiway B) 1 20623.00 TAXIWAY 62.00 0.00 62.00300.00 50.00

300 (Taxiway C) 1 183273.00 TAXIWAY 78.00 0.00 78.001016.00 176.00

400 (Taxiway D) 1 37700.00 TAXIWAY 86.00 0.00 86.001378.00 25.00

4100 (Terminal Apron) 2 877759.02 APRON 84.50 4.50 80.031273.50 368.50

4200 (General Aviation Apron) 4 295466.01 APRON 63.75 28.96 71.142237.00 94.25

500 (Taxiway E) 1 19585.00 TAXIWAY 85.00 0.00 85.00755.00 25.00

610 (Cross Taxiway) 2 18750.00 TAXIWAY 75.50 9.50 72.54295.00 60.00

6100 (Runway 11-29) 6 1008000.03 RUNWAY 89.50 4.11 90.1120160.00 50.00

6200 (Runway 2-20) 1 180600.00 RUNWAY 74.00 0.00 74.003010.00 60.00
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Pavement Database:        NetworkID: Gustavus

Section Condition ReportDate: 9 /27/2004  1  of  2

Age
At

Inspection

Last
Inspection

Date(SqFt)
True AreaLanesRankUseSurfaceLast

Const.
Date

Section IDBranch ID PCI

08/01/1997100-01100 (Taxiway A) 07/16/2004 71.00AC TAXIWAY P 0 20215.00 7

07/01/19431200-011200 (Taxilane) 07/15/2004 11.00ACT TAXIWAY S 0 125685.00 61

08/01/1997200-01200 (Taxiway B) 07/16/2004 62.00AC TAXIWAY P 0 20623.00 7

08/01/1997300-01300 (Taxiway C) 07/16/2004 78.00AC TAXIWAY S 0 183273.00 7

09/01/1997400-01400 (Taxiway D) 07/16/2004 86.00AC TAXIWAY T 0 37700.00 7

08/01/19974100-014100 (Terminal Apron) 07/16/2004 80.00AC APRON P 0 874391.52 7

07/15/19974100-024100 (Terminal Apron) 07/16/2004 89.00PCC APRON P 0 3367.50 7

09/01/19974200-014200 (General Aviation Apron) 07/15/2004 76.00AAC APRON P 0 219484.01 7

09/01/19974200-024200 (General Aviation Apron) 07/15/2004 15.00ACT APRON P 0 21384.00 7

09/01/19974200-034200 (General Aviation Apron) 07/15/2004 73.00AC APRON P 0 52863.00 7

07/15/19994200-044200 (General Aviation Apron) 07/15/2004 91.00PCC APRON P 0 1735.00 5

09/01/1997500-01500 (Taxiway E) 07/16/2004 85.00AC TAXIWAY P 0 19585.00 7

08/15/1997610-01610 (Cross Taxiway) 07/15/2004 85.00ACT TAXIWAY P 0 6450.00 7

09/01/1990610-02610 (Cross Taxiway) 07/15/2004 66.00AAC TAXIWAY P 0 12300.00 14

08/01/19976100-016100 (Runway 11-29) 07/15/2004 88.00AC RUNWAY P 0 291000.01 7

08/01/19976100-01E6100 (Runway 11-29) 07/15/2004 91.00AC RUNWAY P 0 45000.00 7

08/01/19976100-036100 (Runway 11-29) 07/15/2004 96.00AC RUNWAY P 0 291000.01 7

08/01/19976100-03E6100 (Runway 11-29) 07/15/2004 92.00AC RUNWAY P 0 45000.00 7

08/01/19976100-056100 (Runway 11-29) 07/15/2004 87.00AC RUNWAY P 0 291000.01 7

08/01/19976100-05E6100 (Runway 11-29) 07/15/2004 83.00AC RUNWAY P 0 45000.00 7

09/01/19906200-016200 (Runway 2-20) 07/15/2004 74.00AAC RUNWAY P 0 180600.00 14
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PCI
Standard
Deviation
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78.65
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11.00

75.19
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1
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PAVEMENT STRENGTH SURVEY
STATE   Alaska CITY  Gustavus AIRPORT   Gustavus  This is a variation of FAA Form 5320-1-1

  CONSTRUCTION DATES

IDENT. NAME ORIG. OVERLAY
CONSTRUCTION 

AGENCY
SOURCE OF 

INFORMATION

Existing Pavement 
Conditions (PCI) at 

last inspection
Soil 

Class
Subbase 
Course

Base 
Course Surface Course Overlay

Pavement 
Strength

RUNWAYS  

6100-01 Runway 10-North Side 1997 AK DOT & PF Project # 72151 88 Embankment
Existing AC 

(1996) 2" AC       S60, D100

6100-03 Runway 10-28-Keel 1997 AK DOT & PF Project # 72151 96 Embankment
Existing AC 

(1996)  3" AC       S60, D100

6100-05 Runway 10-28-South side 1997 AK DOT & PF Project # 72151 87 Embankment
Existing AC 

(1996)  2" AC       S60, D100

6100-01E
Runway 10-28-North side, 

East end 1997 AK DOT & PF Project # 72151 91 Embankment
Existing AC 

(1996) 2" AC       S60, D100

6100-03E
Runway 10-28-Keel,  East 

end 1997 AK DOT & PF Project # 72151 92 Embankment
Existing AC 

(1996)  3" AC       S60, D100

6100-05E
Runway 10-28-South side, 

East end 1997 AK DOT & PF Project # 72151 83 Embankment
Existing AC 

(1996)  2" AC       S60, D100

6200-01 Runway 01-19 1997 AK DOT & PF Airport Manager 74 Embankment
Existing AC 

(1987)
6" to 9" Sand 

Asphalt 1.5" AC S40

TAXIWAYS
100-01 Taxiway A 1997 AK DOT & PF Project # 71868 71 8" RAP AC 4" AC
200-01 Taxiway B 1997 AK DOT & PF Project # 71868 62 8" RAP AC 4" AC
300-01 Taxiway C 1997 AK DOT & PF Project # 71868 78 4" RAP AC 1.5" AC
400-01 Taxiway D 1997 AK DOT & PF Project # 71868 86 4" RAP AC
500-01 Taxiway E 1997 AK DOT & PF Project # 71868 85 4" RAP AC
610-01 Cross Taxiway 1997 AK DOT & PF 85 AC
610-02 Cross Taxiway 1990 AK DOT & PF 66 AC
1200-01 Taxilane 1943 (est) US Army 11 Sand Asphalt

APRONS

4100-01
terminal Apron Taxiway C 

to east edge 1997 AK DOT & PF Project # 71868 80 8" RAP 4" AC

4100-02
Hard Stand on Terminal 

Apron 1997 AK DOT & PF 89 PCC

4200-01
GA Apron North end (Sec. 

1) 1997 AK DOT & PF Project # 71868 76 1.5" AC
6" Sand Asphalt 
Surface Cover

4200-02 GA Apron east edge 1997 AK DOT & PF Project # 71868 15
4200-03 GA Apron at T/W D 1997 AK DOT & PF Project # 71868 73 4" RAP 1.5"AC

4200-04 Hard Stands in GA Apron 2000 AK DOT & PF 91 PCC

REMARKS:
This Airport serves B-737 Class Aircraft

Date of Site Inspection:
July 15 and 
16, 2004 Evaluated By: S. Gartin 11/30/2004 PAGE 1 of 1
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Pavement Condition Index (PCI)
Predicted Values for the Year 2008

Minimum PCI for Runway = 70
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PCI Values     General Pavement Recommendations
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25 - 39      Reconstruct
10 - 24      Reconstruct
0 - 9          Reconstruct
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Pavement Condition Index (PCI)
Predicted Values for the Year 2009

Minimum PCI for Runway = 70
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PCI Values     General Pavement Recommendations
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